Access Point Modus: Konfiguration
Beispiel:

Umstellung vom Router zum Access Point ohne Reset(Fabrikeinstellung)
NBG6616

Andere Gerate nach Bedienungsanleitung des Herstellers

B NBGes1s - Login o+

&« > O |http:,f,.-"|92.‘|68.‘l.‘l,"

Standartpasswort: 1234
Oder Ihr Passwort welches Sie bei der ersten Installation definiert haben.

Das Standartpasswort sollten Sie immer dndern sonst ist Ihr Wireless nicht sicher.

B3 nNBGE616 - Login X I

o

& > O | npyasaissny | = @ & -
NBG6616
Model : NBG6616

Login Password

Please enter the device's administrator password

Default: 1234
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come to ZyXELNBt X | + =

o
&« = 0O |'\92‘163“H iﬁ'| =@ & -

elcome to ZyxELNBt X+ —_

u]
& 5> 0O |1QZJEE.1.I ‘:k\ = [n] (@) v
ZyXEL necs616

& Maintenance > General

Maintenance
+ General Sys OP Mode
- Password
- Time

Firmware Upgrade

Backup/Restore

Restarl

I anauand

Sys OP Mode Note:

Router: In this mode, the device is supported to connect to internet via ADSL/Cable Modem. PCs in LAN ports share the same IP to ISP through WAN Port.
Access Point: In this mode, all Ethernet ports are bridged together. The device allows the wireless-equipped computer can communicate with a wired
network.

Configuration Mode

u]
& > O ‘wgznsem ﬁ| =@ & -

Mainienance > General
Maintenance

- General Sys OP Mode
Password
Time
Firmware Upgrade
Backup/Restore The system will restartin 103 seconds

Restarl

Restarting...

Language

Sys OP Mode
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Zurlick zu Fabrikeinstellungen
Umstellung vom Router zum Accsess Point via Reset (Fabrikeinstellungen)

NBG6616

10 sec gedriickt halten

B NBGEE1S - Login X+

&~ = 0O ‘http:mgz.ms.Lu

Passwort: 1234

B3 NBGE616 - Login bl -

o
&« > 0O ‘http://192.168.1.1/ *‘ =7 & -

NBG6616

Model : NBG6616

Login Password

Please enter the device's administrator password

Default: 1234
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Jelcome to ZyXEL NBt X | = [m] X

& > 0O "\DZJESJ.'I ﬁ‘

come to ZyXELNBE X |+ — O X

& > O |1gzma.1.| Yk‘ =@ & -

& Maintenance > General

Maintenance
+ General Sys OP Mode

Password

Time

Firmware Upgrade

Backup/Restore

Restarl

Ianauaae

Sys OP Mode| Note:

Router: In this mode, the device is supported to connect to internet via ADSL/Cable Modem. PCs in LAN ports share the same IP to ISP through WAN Port.
Access Point: In this mode, all Ethernet ports are bridged together. The device allows the wireless-equipped computer can communicate with a wired
network.

Configuration Mode

Welcome to ZyXEL NB« X |+ = 3 -

& > 0O ‘192.155«\ ﬂ,‘ = F &
ZyXEL nece61c

lenance > General
Maintenance

+ General Sys OP Mode
Password
Time
Firmware Upgrade
Backup/Restore The system will restartin 103 seconds.

Restarting...

Restart

Language

Sys OP Mode|
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Access Point Modus: Konfiguration
Umstellung vom Router zum Access Point ohne Reset(Fabrikeinstellung)

NBG-418N v2
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B web Configurator x |+

e |192.1ﬁa.1.1;|:-gir~|tm

Benutzername: admin

Passwort: 1234

B3 web Configurator X

&< > 0O ‘192,168.1.1,\ng.htm ﬁ’l

Il
N
&

NBG-418N v2

B web Configurator X I o

& o O | eesr -

Il
N
& o

Please select Wizard or Advanced mode

The Wizard setup walks you through the most common configuration settings.
Ve suggest i if it is th i ing up your
device.

Espaiol o Italiano

Cesky Magyar

Roman Bbnrapcku
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B = Welcome to NBG-a181 X+

&~ > O ‘192‘163.1‘1,’mdexﬂtm
ZyXEL

* Wartung > Sys OP-Modus > Allgemein

Status. Allgemein

- Systembetriebsmodus
NBG-418N v2

) Universal Repte
rtung O Client Bridge

System [ Hinweis :
Router : In diesem Modus kann das Gerét iiber ein ADSL/Kabelmodem die Verbindung zum Internet herstellen. An den LAN-Ports angeschlossene PCs verwenden

Protokolle .
iiber den WAN-Port dieselbe IP zum Internetdienstanbieter.

Extras
Mit dem Gerét kann ein drahtloser Computer mit einem kabelgebundenen Netzwerk

Access-Point : In diesem Modus sind alle Eth,

Sys OP-Modus kommui

Universal Repeater : In this mode, the device acts as both access point and wireless client. It can transmit wireless traffic between two wireless networks.

Sprache
Client Bridge : In this mode, the device acts as a wireless client. It can connect to an existing network via an access point. Also bridge functions are added between
the wireless LAN and the LAN.

6. | [Boemenmen | | [Zumetscten |

B3 .z Welcome to NBG-4181 X |+

& S5 O | 19216810/ restartdo

Das Gerat wird jetzt neu
gestartet.

Warten Sie einen
Moment....
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Zurlick zu Fabrikeinstellungen
Umstellung vom Router zum Accsess Pint via Reset (Fabrikeinstellungen)

NBG-418N v2

10sec gedriickt

halten

B web Configurator *x o+

e e, |192.1ﬁa.1.1;|:-gir~|tm

Benutzername: admin
Passwort: 1234

3 web Configurator X

&« > 0O ‘192A168.1.1,rhg\:'htm

Y |

i

N !

O o

NBG-418N v2

Welcome to v dded WEB C !
Enter User Name/password and click to login.
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B web Configurator X . g

&~ > 0O ]192.16&1.

Please select Wizard or Advanced mode

The Wizard setup walks you through the most common configuration settings.
We suggest you use this mode if it is the first time you are setting up your

Italiano

Polski Magyar

Pycciit Bbarapckn

B = welcome to NBG-4181 X+ = ] x

& 5 O | ress1ymdenin *| = @# & -
ZyXEL

 Wartung > Sys OP-Modus > Allgemein

Systembetriebsmodus

NBG-418N v2

BN
T ®) Router

Sicherheit

) Universal Rey
artung © Client Bridge
System (q Hinweis :

Protokolle Router : In diesem Modus kann das Gerit iiber ein ADSL/Kabelmodem die Verbindung zum Internet herstellen. An den LAN-Ports angeschlossene PCs verwenden
iiber den WAN-Port dieselbe IP zum Internetdienstanbieter.

Extras

t : In diesem Modus sind alle Ethernet-Ports miteinander verbunden. Mit dem Gerit kann ein ter mit einem

Sys OP-Modus

Sprache

Universal Repeater : In this mode, the device acts as both access point and wireless client. It can transmit wireless traffic between two wireless networks.

Client Bridge : In this mode, the device acts as a wireless client. Tt can connect to an existing network via an access point. Also bridge functions are added between

the wireless LAN and the LAN.
I l Ubernehmen I Zuricksetzen

B . Welcome to NBG-4181 X |+ i

Il
N
(el =

& S5 O | 1saesrymres N

Das Gerat wird jetzt neu
gestartet.

Warten Sie einen
Moment...
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